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MODULAR BELT LINK

CROSS REFERENCE TO RELATED
APPLICATIONS

This application is a national stage application under 35
U.S.C. 371 and claims the benefit of PCT Application No.
PCT/DK2012/050252 having an international filing date of
Jul. 4, 2012, which designated the United States, which PCT
application claimed the benefit of Danish Application No. PA
2011 70364 filed Jul. 6, 2011, the disclosure of each of which
are incorporated herein by reference.

FIELD OF THE INVENTION

The present invention relates to a belt link as well as a
modular conveyor belt built from the novel and inventive belt
link.

BACKGROUND OF THE INVENTION

In the art this particular type of belt link has widespread use
dueto its unique strength and reliability characteristics. Espe-
cially within the manufacturing industry it finds widespread
use.

These types of belt link modules are usually one inch long
in the travelling direction and provided with a number of eye
parts along leading and trailing edges such that a relatively
large number of hinge connections are provided. Further-
more, the belt modules typically have a construction height of
8-12 mm.

Examples of the particular belt module to which the
present invention is directed are sold under the brand name
“QNB” by Ammeraal Beltech Modular A/S and an alternative
product under the trade name “series 900 flat top” from the
Intralox Corporation.

One problem with these known modular belt links is that
they require a relatively large amount of material in order to
provide the strength and the rigidity needed for the applica-
tions to which they are designed such that each individual
modular belt link becomes relatively expensive. Also during
the manufacturing process the machine time per module is
relatively high due to the injection moulding process (first
injecting the hot fluid plastics, and waiting for it to cool before
anew cycle can be repeated) thereby increasing the manufac-
turing cost.

EP 0567337 disclose a modular belt link having eye parts
arranged along opposite edges and a solid top surface
between the edges. On the underside a number of reinforcing
walls parallel to the travelling direction of the conveyor belt
are arranged in clusters connecting two respectively three eye
parts on opposite edges of the module.

OBIJECT OF THE INVENTION

It is therefore an object of the present invention to increase
the strength and rigidity of the modular belt links and at the
same time reduce the amount of material used in the belt link
which also improves the machine cycle time thereby decreas-
ing the cost of manufacture.

DESCRIPTION OF THE INVENTION

The invention addresses this by a modular belt link having
a leading and a trailing edge, where a top surface is provided
between said leading and trailing edge, where a plurality of
eye parts project from both the leading and trailing edges,
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where the eye parts are spaced laterally, and off set such that
eye parts on a trailing edge of one element may be inserted
between eye parts on the leading edge of an adjacent belt link,
and that means are provided for mutually and hingedly con-
necting adjacent belt links, where the eye parts along the
trailing and leading edge are united with substantially unbro-
ken leading and trailing walls, arranged perpendicular to the
top surface, where said walls are spaced, and that reinforcing
ribs are arranged between said walls and the underside of the
top surface, where said reinforcement ribs are arranged at an
oblique angle not parallel to the intended transport direction
of the belt links.

Particularly the provision of leading and trailing walls to
which the eye parts are connected provides for improved
distribution of the forces in the finished modular conveyor
belt in that the connection means, especially when the con-
nection means is a pin as described below, will distribute the
force to and through the modular belt link in a more homog-
enous manner thereby utilizing the materials better. Further-
more, the reinforcing ribs arranged at an oblique angle will
further increase the rigidity such that in combination with the
leading and trailing walls a very strong and stiff structure is
achieved. Also the force distribution in the module is opti-
mised. Loads are transferred from module to module by
means of the hinge pin interlocking/hingedly connecting
adjacent belt modules. If for one reason or the other there is a
concentration of tension/force on a few eye parts, the
obliquely arranged walls will transfer the for/tension to other
parts of the adjacent belt modules, and thereby distribute the
force and lower the overall impact on the conveyor belt.

In a further advantageous embodiment of the invention the
reinforcement ribs are arranged in clusters, comprising two to
eight ribs, where each cluster is delimited by cluster sidewalls
arranged between the leading and trailing walls, where said
cluster side walls are parallel to the intended travelling direc-
tion.

To further arrange the reinforcement ribs in clusters limited
by cluster sidewalls and the leading and trailing edges an
increased rigid structure is created such that the modular belt
link has increased strength properties. At the same time the
cluster sidewalls in combination with the reinforcement ribs
arranged at oblique angles together with the leading and
trailing walls all integrally moulded with the top surface
provides a very stiff modular belt link which is extremely
resistant to lateral influences and sideways movement which
could arise from handling of goods being transported or
handled on the conveyor and as such the overall life expect-
ancy of the conveyor belt is greatly improved.

In astill further advantageous embodiment of the invention
adjacent cluster side walls, the underside of the top surface
and the leading and trailing walls delimit a cavity, which
cavity in size at least corresponds to the size of a tooth on a
driving sprocket wheel.

The cavity serves to accommodate a tooth from the
sprocket wheel which is used to propel the conveyor belt, i.e.
transfer force from the driving mechanism to the conveyor
belt in order to create the conveying motion.

By providing a cavity surrounded on all sides by rigid
members of the belt link it is possible to transfer even more
force to the modular belt link and thereby to the conveyor
structure as such whereby the capacity of the conveyor belt is
greatly increased.

In astill further advantageous embodiment of the invention
the means provided with the eye parts for mutually and
hingedly connecting adjacent belt links is either:

apertures provided laterally in each eye part, such that

apertures of eye parts of adjacent belt links may be
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superposed and connected by means of a connection rod
inserted laterally through the superposed apertures, or

protrusions arranged on the eye parts along one edge,
where said protrusions extend a distance laterally from
the eye part, and where corresponding receiving means
are provided on the eye parts of the opposite edge, such
that the protrusions may be hingedly received in the
receiving means, thereby connecting two adjacent belt
links.

These means are quite well-known in that the apertures in
the eye parts have been used for a number of different appli-
cations and in the prior art belt links mentioned above and the
further connection means by using protrusions with corre-
sponding receiving means is patented in the same applicant’s
earlier European patent EP1655242 B1. Naturally, the same
advantages derived from the prior use of the types of inter-
connecting adjacent belt links are achieved when the technol-
ogy is applied to the novel and inventive belt link according to
the present invention.

In a still further advantageous embodiment the lateral free
distance between adjacent eye parts on the leading and trail-
ing edges is larger than the lateral width of the eye parts,
where at least one eye part along the leading edge and the
trailing edge is provided with a cam section on both sides of
the eye part, such that the lateral width of the eye part with the
cams is slightly less than the lateral free distance between
adjacent eye parts, and where the cam at least is arranged flush
with and extending from the top surface.

One of the main objects of the present invention is to utilize
the material characteristics as best as possible such that a
minimum amount of material is used in order to provide a
strong and rigid modular belt link. However, the eye parts are
exposed to very high loads, and at the same time it is desirable
to have a substantially unbroken top surface for a number of
applications such that debris or parts of the product do not
become entangled with the conveyor belt itself. For these
purposes it is advantageous to provide a cam where the cam is
present on the surface such that the surface will have a sub-
stantially closed or continuous appearance. In this connection
the formulation that the cam the cam at least is arranged flush
with and extending from the top surface, shall be understood
as the cam portions is in the same plane as the surface. At the
same time the cam will reinforce the eye part such that sub-
stantial forces may be transterred by the connection pin or the
protrusions from one conveyor belt link to another conveyor
belt link.

In a still further advantageous embodiment of the invention
the modular belt links are injection moulded.

Although this is a common method of manufacturing
modular belt links the design incorporating the novel features
as described above of the present inventive belt links provides
special advantages when the belt links are injection moulded.
Tests indicate that the machine time used for the manufacture
of the new inventive belt links incorporating the obliquely
arranged reinforcement ribs which together with the walls
facilitate relatively thin material thicknesses, which results in
the overall production time may be reduced from 23 minutes
per m2, which is common machine time for the prior art belt
modules mentioned in the introductory part with reference to
the Intralox and the Ammeraal Beltech modules, down to
only 4 minutes per m2 for the present invention. This is a
substantial time saving which also in terms of money is very
interesting in that the machine time and thus the manufactur-
ing cost is dramatically reduced.

Furthermore, as the material thickness is reduced it is much
easier to create a homogenous and fast filling of the moulds
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used for injection moulding the products, and as such, also a
better quality with less discarded units is achieved.

In astill further advantageous embodiment of the invention
the material thickness of the eye parts, side walls, the leading
and trailing edges, the top surface, and the reinforcement ribs
is the same, preferably between 0.5 and 2 mm, more preferred
between 1 and 1.5 mm.

The advantages achieved with these features are already
explained above.

The invention is also directed at a modular conveyor belt
assembled from a plurality of modular belt links as described
above. The inventive modular conveyor belt may be driven,
i.e. there may be one or two motors attached in driving rela-
tionship with the axles around which the modular conveyor
belt is arranged, or the conveyor belt may be undriven, mean-
ing that for example gravity will influence objects placed on
abelt in such a manner that the belt will rotate by the influence
of gravity.

DESCRIPTION OF THE DRAWING

The invention will now be described with reference to the
accompanying drawings wherein

FIG. 1 illustrates the underside of a modular belt link

FIG. 2 illustrates a section of a front view of a modular belt
link

FIG. 3 illustrates a cross section through a section of a belt
link

DETAILED DESCRIPTION OF THE INVENTION

In FIG. 1 is illustrated the underside of a modular belt link
1 according to the invention. The belt link 1 comprises a
leading edge 2 and a trailing edge 3. Along both edges 2, 3 are
provided a plurality of eye parts 4 which eye parts along the
trailing edge are off set relative to the eye parts 4 along the
leading edge 2 such that when identical belt links 1 are pushed
together, the eye parts 4 of one link will fit in the opening 5
between adjacent eye parts such that it is possible to connect
adjacent belt links 1, for example by inserting a connecting
pin (not illustrated) laterally through apertures provided in
the eye parts 4.

Substantially unbroken leading wall and trailing walls 6, 7
are provided adjacent the eye part’s 4 connection to the cen-
tral part 10 of the belt link 1. The eye parts 4 are integral with
the leading and trailing walls 6, 7 respectively such that the
underside 11 of the modular belt link 1 together with the
leading and trailing walls 6, 7 form a substantially rigid
box-shaped member. Furthermore, between the leading and
trailing walls 6, 7 are arranged reinforcement ribs 15. The
reinforcement ribs 15 are arranged at an oblique angle relative
to the intended transport direction indicated by the arrow 8.
Furthermore, the reinforcement ribs 15 are arranged in clus-
ters where in this particular embodiment four clusters are
present, where each cluster is delimited laterally, i.e. perpen-
dicular to pendicular to the transport direction indicated by
the arrow 8 by sidewalls 16, 17. In this embodiment each
cluster comprises four reinforcement ribs 15 which are
arranged in an oblique angle relative to the transport direction
8.

The sidewalls 16, 17 in combination with the leading and
trailing walls 6, 7 and the underside 11 of the modular belt
link 1 provide a very stiff and rigid construction such that the
material thickness of the walls, ribs etc. may be kept very low
such that the overall weight of the modular belt link is
approximately 40% in comparison to the regular prior art belt
links. In the same instance, however, due to the inventive
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construction of the obliquely arranged reinforcement ribs and
the sidewalls 16, 17 and the leading and trailing walls 6, 7 the
belt link’s body 10 is rigid and extremely strong. The limita-
tion on power transferred from one belt link to the adjacent
belt link and thereby the conveyor’s ability to carry goods is
limited to the strength of the eye parts 4 in combination with
the connection means hingedly connecting to adjacent belt
links. These aspects will be discussed further below.

Returning to FIG. 1 and the illustration of the underside
two “empty” sections 20, 21 are provided. These sections 20,
21 are delimited by sidewalls 16, 17, leading and trailing
walls 6, 7 and the underside 11 of the belt link’s product
caring surface. The sections 20, 21 are provided in order for
the teeth on a sprocket wheel to engage the belt link 1 in order
to propel the conveyor forwards. Typically, endless conveyor
belts of this type are arranged about two axles spaced the
length of the conveyor belt where at least one axle typically is
motor-driven in order to rotate the conveyor belt.

Turning to FIG. 2 a section of a front view of a modular belt
link 1 according to the invention is illustrated. The belt link 1
has a number of eye parts 4 where the eye parts 4 are spaced
such that an opening 5 is provided between each eye part 4.
By assembling identical modular belt links the eye parts of an
adjacent belt link will interfit in the opening 5 between two
eye parts 4 substantially without any opening between adja-
cent eye parts. In order to save material and also provide
strength the eye part has a varying dimension seen from the
top to the bottom. The uppermost part 4' of the eye part is
relatively thick where the thickness is created by providing a
cam 30 extending the top surface 32 of the belt link partly over
the eye part 4. The material thickness of the ribs, walls etc. is
maintained in the eye part 4" such that the cams 30 provided
on either side of the eye part 4, provide the eye part with
increased strength. As is easily deductible from FIG. 3, the
cam 30 surrounds the aperture 31 such that added strength is
provided in the module 1 where it is most needed, i.e. where
the forces from the conveyor belt is to be transferred to a
connection pin (not illustrated) creating the tension force in
the conveyor belt.

Although the embodiment explained above with reference
to FIGS. 1, 2 and 3 refers to conveyor belt modules 1 being
assembled by means of a connection pin inserted through
superposed apertures 31, laterally with respect to the travel-
ling direction 8, other means of hingedly connecting adjacent
belt links 1 also falls within the scope of protection.

By being able to create a modular belt link where substan-
tially all parts of the belt link have an equal material thickness,
a more homogenous construction is achieved. Also due to the
arrangement of the reinforcement ribs, the leading and trail-
ing walls 6, 7 and the side walls 16, 17, a very stiff and rigid
construction having a very high strength compared to the
material used in order to manufacture the modular belt link is
achieved. This provides added advantages for injection moul-
ded products in that the cooling period of the thinner material
thickness provides for a much faster production cycle such
that as already explained above, normally the prior art mod-
ules would require approximately 23-24 minutes per m2 in
injection moulding time, whereas the new inventive modular
belt link having a increased strength using less material only
requires approx. 4 minutes per m2. This in turn results in a
substantial saving in machine time, production time, material
use and then consequently in price.

The reinforcement cams around the eye parts provide suf-
ficient material in order to transfer the forces to which the
conveyor belts is exposed, such that enough strength is pro-
vided for very high loads.
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Furthermore, providing the eye parts 4 with the wide top
section 4' creating a substantially flush top surface 32 on the
conveyor belts, provides for a substantially smooth surface
which will not create marks, impressions or otherwise in
goods transported on the conveyor.
The invention claimed is:
1. A modular belt link, having a leading and a trailing edge,
where the leading and trailing edges are substantially parallel
to one another, where a top surface is provided between said
leading and trailing edge, where a plurality of eye parts
project from both the leading and trailing edges, where the
eye parts are spaced laterally, and off set such that eye parts on
a trailing edge of one element may be inserted between eye
parts on the leading edge of an adjacent belt link, and that
means are provided for mutually and hingedly connecting
adjacent belt links, wherein the eye parts along the trailing
and leading edge are united with substantially unbroken lead-
ing and trailing walls, said walls being parallel to the leading
and trailing edges and arranged perpendicular to the top sur-
face, where said walls are spaced, and that reinforcing ribs are
arranged between said walls and the underside of the top
surface, where said reinforcement ribs are arranged at an
oblique angle not parallel to the intended transport direction
of the belt links.
2. The modular belt link according to claim 1, wherein the
reinforcement ribs are arranged in clusters, comprising two to
eight ribs, where each cluster is delimited by cluster sidewalls
arranged between the leading and trailing walls, where said
cluster side walls are parallel to the intended travelling direc-
tion.
3. The modular belt link according to claim 2 wherein
adjacent cluster sidewalls, the underside of the top surface
and the leading and trailing walls delimit a cavity, which
cavity in size at least corresponds to the size of a tooth on a
driving sprocket wheel.
4. The modular belt link according to claim 1, wherein the
means provided with the eye parts for mutually and hingely
connecting adjacent belt links is either:
apertures provided laterally in each eye part, such that
apertures of eye parts of adjacent belt links may be
superposed and connected by means of a connection rod
inserted laterally through the superposed apertures, or

protrusions arranged on the eye parts along one edge,
where said protrusions extend a distance laterally from
the eye part, and where corresponding receiving means
are provided on the eye parts of the opposite edge, such
that the protrusions may be hingely received in the
receiving means, thereby connecting two adjacent belt
links.

5. The modular belt link according to claim 1 wherein the
lateral free distance between adjacent eye parts on the leading
and trailing edges is larger than the lateral width of the eye
parts, where at least one eye part along the leading edge and
the trailing edge is provided with a cam section on both sides
of'the eye part, such that the lateral width of the eye part with
the cams is slightly less than the lateral free distance between
adjacent eye parts, and where the cam at least is arranged flush
with and extending from the top surface.

6. The modular belt link according to claim 1 wherein the
modular belt links are injection moulded.

7. The modular belt link according to claim 1 wherein the
material thickness of the eye parts, side walls, the leading and
trailing edges, the top surface, and the reinforcement ribs is
the same, preferably between 0.5 and 2 mm, more preferred
between 1 and 1.5 mm.

8. The modular conveyor belt assembled from a plurality of
modular belt links according to claim 1, wherein the conveyor
belt is arranged around at least two rotating axles, where
optionally one or two of the axles may be driven.
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